
LAYING PATTERNS

Classic Series 60mm  

Pattern A 
(4x8 Herringbone)

Pattern B 
(4x8 Half Running Bond)

Pattern C 
(4x8 Basketweave)

NOTE: AUTOCad DWG and PAT files are available for all Classic Series patterns.PATTERNS

Pattern D 
(Machine Install Herringbone)

Angled hatch identifies half pieces being 
removed (and replaced with full size 
pieces) after placement by the machine.
Vertical hatch is full size pieces being 
shifted or rotated after placement by the 
machine.

Pattern E 
(8x8 Half Running Bond)

Pattern F 
(8x8 Stack Bond)

8x8 Stone
7.87 x 7.87”  
(200 x 200mm) 
Individually Packaged

12x12 Stone
11.81 x 11.81”  
(300 x 300mm)  
Individually Packaged

4x8 Stone
3.94 x 7.87"
(100 x 200mm)

4x4 Stone
3.94 x 3.94”
(100 x 100mm)

4x4 Stone
3.94 x 3.94”  
(100 x 100mm)

4x8 Stone
3.94 x 7.87”  
(100 x 200mm)

Both sizes packaged together
(2 - 4x4, 53 - 4x8 per layer)

4x8 Standard Bundle

Both sizes packaged together
(6 - 4x4, 41 - 4x8 per layer)

Herringbone Bundle

SIZES



LAYING PATTERNS

Classic Series 60mm  

Pattern H 
(12x12 Stack Bond)

Pattern I 
(4x8, 8x8 Alternating Stack Bond)

NOTE: AUTOCad DWG and PAT files are available for all Classic Series patterns.PATTERNS

Pattern J
(4x8, 8x8 Alternating Running Bond) 

Pattern K 
(4x8, 8x8 Patchwork)

Pattern L 
(4x8, 12x12 Patchwork)

Pattern G 
(12x12 Half Running Bond)

CAN_12/23

Pattern 4x8 Stone 8x8 Stone 12x12 Stone
% Ratio % Ratio % Ratio

Pattern A * 98 1
Pattern B * 98 1
Pattern C * 98 1
Pattern D ** 93 1
Pattern E 100 1
Pattern F 100 1
Pattern G 100 1
Pattern H 100 1
Pattern I 33.3 1 66.7 1
Pattern J 33.3 1 66.7 1
Pattern K 66.7 4 33.3 1
Pattern L 55 11 45 2

�
Notes:  
* Half pieces can be used for perimeter edging.
** Assumes half pieces will be removed and replaced with full size pieces.




